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Akgelik Uriin Bilgi Formu / Akgelik Product Information Form

Kalite Tanimlamalari / Quality Definitions

Malzeme No / Material Number : 1.0715
Kalite Tanimi / Quality Definition : 11SMn30
Kalite Standart / Quality Standard : ENISO 683 -4

Alternatif Kaliteler / Equivalent Quality :

9SMn28 (DIN) , S250 (AFNOR) , CF9SMn28 (UNI)

Kullanim Alanlar / Areas of Usage :

Otomotiv endiistrisinde ve makine imalat sektériinde baglanti elemani olarak kullanilir. / It is used as a fastener in the automotive industry and in the machinery manufacturing industry.

Kimyasal Kompozisyon (Pota Analizi) / Chemical Composition (Cast Analysis)

Element % c Mn Si P S Cr Ni Mo Cu Al Sn Ti N v B w Co Pb
Min. 0,00 0,90 0,00 0,00 0,27 - - - - - - - - - - - - -
Max. 0,14 1,30 0,05 0,11 0,33 - - - - - - - - - - - - -
zin Verilen (Sapma %) ~ - ~ - ~ . R R ~ ~ . ~ .
Permissible (Deviation %) 10,02 0,06 0,01 0,02 0,03

NOTLAR / NOTES:

1) Silisyum igenebilirlik Gizerinde olumsuz etkisi oldugundan dolayi kasith olarak belirtilen degerlere eklenmez fakat 6zel oksitler garanti edilirse %0,10 ile %0.40 arasinda Si igerigi kabul edilebilir. / Si content of 0.10% to 0.40% is acceptable if silicon is deliberately not added to the specified values as
it has a negative effect on workability, but if special oxides are guaranteed.

Kalite Standart / Quality Standard : EN 10277
. Haddeleme + Kabuk Soyma Soguk Gekilmig
Gelik Sinifi / Steel Grade Ke:."k(') m;"
(Thickness, As-rolled + Peeled (+SH) Cold Drawn (+C)
" N " Hardness Rm Rp0,2 Rm .
Gelik ismi / Steel Name Gelik Numarasi / Steel Number HBW mox. Mpa Mpa Min. Mpa Amin.
55t<10 - -
440 510-810 6
10<t<16 - - 410 490-760 7
11SMn30 1.0715
" 16st=d0 169 380-570 375 460-710 8
40sts63 169 370-570 305 400-650 9
G3=t=100 154 360-520 245 360-630 9
AGIKLAMALAR / NOTES:

1) Yuvarlak ve 6zel kesitler icin akma dayanimi ( Rp 0,2 ) - %10 ve gekme mukavemeti ( Rm) +% 10 olabilir. / Values of yield strength can be %10 and values of tensile strength can be +% 10 for round bars.

islem Tiirii / Process Type :

Isil Islem Uygulanmamis

Mekanik Ozellik Standardi / Mechanical

Properties Standard : 180 6834

Kesit Olgiisii / Section Measure (mm) : 55d<10 10<d<16 16<d<40 40<d<63 63<ds<100
Rm-Cekme Dayanimi / Tensile Strength (Mpa) : 380-570 380-570 380-570 370-570 360-520
Re-Akma Mukavemeti / Yield Strength (Mpa) : - - - - -
%Uzama / Elongation (mm) - - - - -
Sertlik / Hardness (HB) 169 169 169 169 154

Gentik Darbe / Charpy Impact Test (J) :

NOTLAR /NOTES:
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